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WIRING INFORMATION - Heavy Duty Windshield Wiper Switches
No. 75600-04 & No. 75601-04 • 12 volt
No. 75602-04 & No. 75603-04 • 24 volt

HIGH SPEED

LOW SPEED

Variable
intermittent
wipe within
this area.

OFF/
PARK ON-Long Delay

ON
Short Delay

Push knob to actuate
washer pump circuit -
three wipes provided
after knob is released.

For use with negative ground permanent magnet motors only.

Wire Color Wire Size Connect to:
Yellow 14 GA (2.0mm2) Motor low speed terminal
White 14 GA (2.0mm2) Motor high speed terminal
Blue* 14 GA (2.0mm2) Motor park terminal
Green**
Black 18 GA (0.8mm2) Ground (B-)
Brown 18 GA (0.8mm2) Washer Pump (B+) terminal
Red 14 GA (2.0mm2) Battery (B+) Wires must be
Red 18 GA (0.8mm2) Battery (B+) connected together.

*Blue wire furnished on switches No. 75600-04 &
No. 75602-04. For wiper motors with dynamic parking.
**Green wire furnished on switches No. 75601-04 &
No. 75603-04. For wiper motors without dynamic parking.

For information on switches equipped with multipole
connectors, contact Cole Hersee Engineering Dept.

Motors with dynamic park must have a separate   ground and
battery feed in addition to those provided from the wiper switch.
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