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R

Headlamp, Rotary
and Fuel Tank

Switches

Push-Pull Headlamp
Switches

Rotary Headlamp &
Light Switches

Universal Rotary
Switches

Rotary Fuel Tank
Switches

Consult factory for switches having specifications other than those shown in this catalog. 33



Cole Hersee®

No. 7178
Mounting stem : 3/8"-24 thread.
Knob : black,
LIGHTS imprint.
Terminals :
4 screw.
Case: plated steel.
Panel lights
can be
adjusted
in both ON
positions.

No. 71016
Mounting stem : 3/8"-24 thread.
Knob : tan ,
LIGHTS imprint.
Terminals :
4 screw.
Case: plated steel.

No. 71016-01
Same as No. 71016 except
with 30 amp circuit breaker.

Push-Pull Headlamp Switches
3 Positions • OFF - PARK & TAIL - HEAD & TAIL

Push-Pull Headlamp Switches with Rheostat Dimmer for Panel Lamps
3 Positions • OFF - PARK & TAIL - HEAD & TAIL

No. 71042
Mounting stem : 3/8"-24 thread.
Knob : ivory,
LIGHTS imprint.
Terminals : 3 single
and 3 double blade.
Case: plated steel.

No. 7124-06
Same as No. 7124 except
knob is imprinted with
headlamp symbol.

No. 7152
Mounting stem : 7/16" - 28 thread.
Knob : ivory, LIGHTS imprint.
Terminals : four screw.
Case: plated steel.
Contacts : silver.
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No. 71092-02
Mounting stem : 7/16"-28
thread.
Knob : black, headlamp
symbol imprint.
Terminals : 8 blade,
accept Packard
connector #2977645 or
#2984169.
Case: plated steel.
Dome lamp control in any
of three positions.

3.75 ohms rheostat dimmer, 30 amp circuit breaker.

4.5 ohms rheostat dimmer, 15 amp internal circuit breaker. 7.0 ohms rheostat dimmer.

11 ohms rheostat dimmer, 20 amp circuit breaker.

30 amp circuit breaker
No. 7157
Mounting stem : 7/16" - 28 thread.
Knob : ivory,
LIGHTS imprint.
Terminals : three screw.
Case: plated steel.
Contacts : silver.

No. 7124
Mounting stem : 7/16" - 28 thread.
Knob : black, LIGHTS imprint.
Terminals : 4 screw.
Case: plated steel.



Section C

Push-Pull Headlamp Switches
3 Positions • OFF - PARK & TAIL - HEAD & TAIL

4 Position Push-Pull Headlamp and Worklight Switches
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                          &

      Work
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            &       Beam  Beam
          Tail         &         &

      Tail      Tail

O No. 71033-02 Worklight switch.
Mounting stem : 7/16" - 28 thread.
Knob : black, worklight symbol imprint.
Terminals : 3 blade.
Case: plated steel.
Sealing : O-ring sealed at mounting
stem.

No. 7112 Headlamp Switch
Mounting stem : 3/8" - 24 thread.
Knob : tan, LIGHTS imprint.
Terminals : 5 screw.
Case: plated steel.

No. 7127 20 amp fuse.
Mounting stem : 7/16" - 28 thread.
Knob : Ivory, LIGHTS imprint.
Terminals : 4 screw.
Case: plated steel.

O No. 72099
Same as No. 72100 except without sealing.
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Headlamp and  Rotary Switches

No. 72100
Mounting stem : 7/16" - 28 thread.
Knob : black, LIGHTS imprint.
Terminals : 4 screw.
Case: plated die cast.
Sealing : case sealed at bushing and terminal insulator.
Contacts : silver.

Head
&

Tail

Park
&

Tail

Off

O No. 72081  Headlamp and worklight switch.
Mounting stem : 7/16" - 28 thread.
Knob : black, headlight symbol imprint.
Terminals : 3 screw.
Case: plated steel.
Sealing : O-ring sealed at mounting stem.

No. 72102
Same as No. 72101 except without sealing.

No. 72101 30 amp circuit breaker.
Mounting stem : 7/16" - 28 thread.
Knob : black, LIGHTS imprint.
Terminals : 3 screw.
Case: plated die cast.
Sealing : case sealed at bushing and terminal insulator.
Contacts : silver.

O Minimum order quantity may apply. Please consult factory or current price list.


