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No. 24044
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 1/8" on centers.

O No. 24020
Phenolic Housing
Bracket mounting holes
9/32" x 11/16", 2 1/8" on
centers.

12
  Volts

12
  Volts

No. 24021
Phenolic Housing
Contact terminal
5/16"-24 thread,
bracket mounting
holes 9/32" x 1/2",
2 13/64" on centers.

No. 24103
Steel Housing
Contact terminal
5/16"-24 thread,
bracket mounting
holes 5/16" x 19/32",
2 13/64" on centers.

12
  Volts

200 amp Continuous Duty Solenoids • SPST • Normally open contacts • One circuit: Off-On

Intermittent Duty • 750 amps make • 100 amps break • 10 secs. on - 20 min. off

Intermittent Duty • 120 amps make • 65 amps break • 10 secs. on - 30 min. off

Contacts : copper.
Housings : plated steel and phenolic.

No. 24037
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 13/64" on centers.

For plasticized model
see No. 24071 pg. 58.

No. 24022
Phenolic Housing
Bracket mounting
holes 9/32" x 25/64",
2 7/64" on centers.

12
  Volts

MARINE CONSTRUCTION
Clear dichromate protective finish.
Brass hex nuts and lock washers.

No. M-202
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 13/64" on centers.

12
  Volts

No. 24008
Steel Housing
Bracket mounting holes
5/16" x 19/32", 2 13/64"
on centers.

24
 Volts

24
 Volts

Contacts : silver.
Housing : plated steel.
Contact terminal : 5/16"-24 thread.
Bracket mounting holes : 5/16" x 19/32",
2 13/64" on centers.

No. 24144 24 volt
Rated at 200 amps
(carry only, not to break
200 amps at 24 VDC).

No. 24143 12 volt
Rated at 200 amps.

Resistor Shorting
Circuit

GROUNDED

Resistor Shorting
Circuit

GROUNDED

INSULATED INSULATED

BAT.

GROUNDED

GROUNDED

GROUNDED

INSULATED

O Minimum order quantity may apply. Please consult factory or current price list.

With breather

O No. 24138
Phenolic Housing
Contact terminal
5/16"-18 thread,
bracket mounting holes
9/32" x 11/16", 2 7/64"
on centers.

Terminals : copper; small ignition and ground terminals
are 10-32 thread, large contact terminals are 5⁄16" - 24
thread, with hex nuts and lock washers included.

Intermittent Duty Solenoids • SPST • Normally open contacts • One circuit: Off-On

No. 24104
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 13/64" on centers.
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12
  Volts

No. M-200
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 13/64" on centers.

12
  Volts

For plasticized model see No. 24076 pg. 58.

No. 24023
Phenolic Housing
Bracket mounting
holes 9/32" x 3/4",
2 13/64" on centers.

No. 24047
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 13/64" on centers.

12
  Volts

No. 2430
Phenolic Housing
Bracket mounting
holes  9/32" x 1/2",
2 13/64" on centers.

No. 24046
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 13/64" on centers.

For plasticized model see No. 24077 pg. 58.

12
  Volts

Intermittent Duty Solenoids • SPST • Normally open contacts • One circuit: Off-On

INSULATED

No. 24060
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 13/64" on centers.

INSULATED

BAT.

INSULATED

INSULATED

BAT.

Intermittent Rating: 750 amps make,
100 amps break
10 seconds On,
30 minutes off

O Minimum order quantity may apply. Please consult factory or current price list.
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No. 24041
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 1/8" on centers.

No. 24039
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 1/8" on centers.

O No. 24055
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 13/64" on centers.

6
Volts

6
Volts

6
Volts

O No. 24043
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 1/8" on centers.

6
Volts

GROUNDED

INSULATED

BAT.

INSULATED

GROUNDED

Intermittent Duty • 750 amps make • 100 amps break • 10 secs. on - 20 min. off

No. M-200-01
Steel Housing
Bracket mounting
holes 5/16" x 19/32",
2 13/64" on centers.

12
  Volts

INSULATED

Intermittent Duty • 750 amps make • 100 amps break • 10 secs. on - 20 min. off

Contacts : copper.
Housings : plated steel and phenolic.

Terminals : copper; small ignition and ground terminals
are 10-32 thread, large contact terminals are 5⁄16" - 24
thread, with hex nuts and lock washers included.


