
Section R

Cole Hersee
R

Pilot Lights and
Warning Devices

Panel, Map and
Utility Lamps

Alarms and Buzzers

Motor Flashers

Consult factory for lights and alarms having specifications other than those shown in this catalog. 121
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Lens : 5⁄8" (15.87mm) dia.
Bezel : satin or black finish knurled aluminum 15⁄16" (23.81mm) dia.
Bulb : 12V #1893 bulb supplied, socket accepts miniature bayonet
base bulbs.
Mounting stem : 11⁄16" (17.46mm) diameter, 1⁄4" (6.35mm) long.

Lens : 3⁄16" (4.76mm) dia.
Bezel : chrome plated brass 1⁄2" (12.70mm) dia.
Bulb : 12V #53 bulb supplied, socket accepts miniature bayonet base bulbs.
Mounting stem :  5⁄16" (7.94mm) dia., 3⁄8" (9.53mm) long.

Lens : 5⁄8" (15.87mm) dia.
Bezel : satin or black finish knurled aluminum 15⁄16" (23.81mm) dia.
Bulb : 12V #1893 bulb supplied, socket accepts miniature bayonet
base bulbs.
Mounting stem : 11⁄16" (7.46mm) dia., 1⁄4"(6.35mm) long.

All pilot lights are supplied with 12 volt bulbs. If a 24 volt bulb
is required, order with a D in place of C in the part number:
Example: PL-116-RC is 12 volt, PL-116-RD is 24 volt.

Heavy Duty Pilot Lights

If a 6 volt bulb is required, use an A in place of the C in the
part number.
Example: PL-5-RC is 12 volt, PL-5-RA is 6 volt.

Ordering Information

The PL-116, PL-117 and PL-118 series pilot lights may be obtained with lens imprints for OEM applications.

Single contact • Plastic socket

Single contact • Plastic socket

Single contact • Metal socket

Single contact • Metal socket

Corrosion resistant construction • Spring actuated brass contacts to assure proper contact with bulb.
16 gauge insulated copper wire leads, 8" long except where noted.

Single contact • Plastic socket

Lens : 3⁄16" (4.76mm) dia.
Bezel : chrome plated brass 1⁄2" (12.70mm) dia.
Bulb : 12V #53 bulb supplied, socket accepts miniature bayonet base bulbs.
Mounting stem :  5⁄16" (7.94mm) dia., 3⁄8" (9.53mm) long.

Lens Part No.
Color Satin Finish
Amber O PL-1-AC
Blue PL-1-BC
Green PL-1-GC
Red PL-1-RC

Lens Part No.
Color Satin Finish
Amber O PL-2-AC
Blue PL-2-BC
Green PL-2-GC
Red PL-2-RC

Lens Part No.
Color Black Bezel
Amber O PL-116-AC001
Blue O PL-116-BC001
Green O PL-116-GC001
Red PL-116-RC001

Lens Part No.
Color Satin Bezel
Amber O PL-116-AC
Blue O PL-116-BC
Green PL-116-GC
Red PL-116-RC

Lens Part No.
Color Black Bezel
Amber PL-118-AC001
Green PL-118-GC001
Red PL-118-RC001

Lens Part No.
Color Satin Bezel
Amber PL-118-AC
Green PL-118-GC
Red PL-118-RC

Lens Part No.
Color Black Bezel
Amber O PL-117-AC001
Green O PL-117-GC001
Red PL-117-RC001

Lens Part No.
Color Satin Bezel
Amber O PL-117-AC
Green O PL-117-GC
Red PL-117-RC

Lens : 5⁄8" (15.87mm) dia.
Bezel : satin or black finish aluminum, 15⁄16" (23.81mm) dia.
Bulb : 12V #1893 bulb supplied, socket accepts miniature
bayonet base bulbs.
Mounting stem : 3⁄4" (19.05mm) diameter, 3⁄8" (9.52mm) long.

Smooth extended snap-in lens, insulated • Mount through front of panel, fasten from the back.

Smooth extended snap-in lens, insulated • Mount through rear of panel, fasten from the front.

Smooth lens, insulated.

Smooth lens, self grounding in metal panels.

Smooth extended snap-in lens, self grounding in metal panels.
Mount through rear of panel, fasten from the front.
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Smooth lens, self grounding in metal panels.

Lens : 17⁄32" (13.49mm) diameter.
Bezel : chrome plated brass, 7⁄8"
(22.22mm) diameter.
Bulb : 12V #53 bulb supplied,
socket accepts miniature bayonet
base bulbs.
Mounting stem : 3⁄4" (19.05mm)
diameter, 11⁄16" (17.46mm) long.

Lens
Color Part No.
Amber PL-19-AC
Blue O PL-19-BC
Clear PL-19-CC
Green PL-19-GC
Red PL-19-RC

Red lens with black lettering standard.
Amber, blue, clear and green lenses also available.
International symbols and other wording available.

Lens
Imprint Part No.
ALT O PL-19-RC005
LOW O PL-19-RC013
OIL O PL-19-RC014
WATER O PL-19-RC004

Lens
Color Part No.
Amber PL-20-AC
Blue O PL-20-BC
Green PL-20-GC
Red PL-20-RC

Red lens with black lettering standard.
Amber, blue, clear and green lenses also available.
International symbols and other wording available.

With imprinted lenses.

Lens
Imprint Part No.
ALT O PL-20-RC013
LOW O PL-20-RC032
OIL PL-20-RC033

With imprinted lenses.

Lens
Imprint Part No.
ALT O PL-58-RC006
LOW AIR O PL-58-RC004
WATER O PL-58-RC003
ANTI-LOCK O PL-58-AC001

Amber lens, black letters.

Red lens with black lettering standard.
Amber, blue, clear and green lenses also available.
International symbols and other wording available.
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Faceted lens, insulated. Faceted lens, self grounding in metal panels.

Lens
Color Part No.
Amber PL-86-AC
Blue PL-86-BC
Clear O PL-86-CC
Green PL-86-GC
Red PL-86-RC

Lens
Color Part No.
Amber PL-85-AC
Blue O PL-85-BC
Green PL-85-GC
Red PL-85-RC

Lens : 17⁄32" (13.49mm) diameter.
Bezel : chrome plated brass 7⁄8"
(22.22mm) diameter.
Bulb : 12V #53 bulb supplied,
socket accepts miniature bayonet
base bulbs.
Mounting stem : 3⁄4" (19.05mm)
diameter, 11⁄16" (17.46mm) long.

Lens : 15⁄16" (23.81mm)
diameter.
Bezel : plated brass 1 1⁄4"
(31.75mm) diameter.
Bulb : 12V #67 bulb supplied,
socket accepts single contact
bayonet base bulbs.
Mounting stem : 7⁄8" (22.22mm)
diameter, 3⁄4" (19.05mm) long.
Sealing : gasket sealed lens.

Lens : 7⁄8" (22.22mm) diameter.
Bezel : satin finish plated brass
1 1⁄4" (31.75mm) diameter.
Bulb : 12V #53 bulb supplied, socket accepts miniature
bayonet base bulbs.
Sealing : gasket sealed lens for weather and dirt protection.
Mounting stem : 7⁄8" (22.22mm) diameter, 3⁄4" (19.05mm) long.

Single contact • Metal socket

Single contact • Plastic socket

Single contact • Plastic socket

Double contact • Metal socket

Lens : 15⁄16" (23.81mm)
diameter.
Bezel : Plated brass 1 1⁄4"
(31.75mm) diameter.
Bulb : 12V #68 bulb supplied,
socket accepts double contact
bayonet base bulbs.
Mounting stem : 7⁄8" (22.22mm)
diameter, 3⁄4" (19.05mm) long.
Sealing : gasket sealed lens.

Pilot Lights

Single contact • Metal socket

O Minimum order quantity may apply. Please consult factory or current price list.

Smooth imprinted lens, insulated.

Smooth lens, insulated, additional wire lead for ground.
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Lens : 17⁄32" (13.49mm) diameter.
Bezel : chrome plated brass,
1 1⁄8" (28.57mm) diameter.
Bulb : 12V #68 bulb supplied,
socket accepts double contact
bayonet base bulbs.
Mounting stem : 7⁄8" (22.22mm)
diameter, 1 1⁄8" (28.57mm) long.
Insulator :  moisture repellent.

Lens : 17⁄32" (13.49mm)
diameter.
Bezel : chrome plated brass, 7⁄8"
(22.22mm) diameter.
Bulb : 12V #53 bulb supplied,
socket accepts miniature bayonet
base bulbs.
Mounting stem : 3⁄4" (19.05mm)
diameter, 1 1⁄16" (26.98mm) long.

Smooth lens, insulated. Smooth lens, insulated.

Internal honeycomb lens.

Lens : 5⁄16" (7.94mm) diameter.
Bezel : satin finish stainless steel, 3⁄4" (19.05mm) diameter.
Bulb : 12V #53 bulb supplied, socket accepts miniature
bayonet base bulbs.
Mounting stem : 1⁄2" (12.70mm) diameter, 3⁄8" (9.53mm) long.

Self grounding in
metal panels.

Insulated.

Smooth lens.

Lens : 5⁄16" (7.94mm) diameter.
Bezel : chrome plated brass, 7⁄8"  (22.22mm) diameter.
Bulb : 12V #53 bulb supplied, socket accepts miniature
bayonet base bulbs.
Mounting stem : 3⁄4" (19.05mm) diameter, 11⁄16"
(17.46mm) long.

Self grounding in
metal panels.

Pilot Lights

Marine Construction Pilot Lights

Lens Color Part No.
Amber O PL-5-AC
Clear O PL-5-CC
Green O PL-5-GC
Red PL-5-RC

Lens Color Part No.
Amber O PL-6-AC
Blue O PL-6-BC
Green O PL-6-GC
Red PL-6-RC

Lens Color Part No.
Amber PL-36-AC
Blue PL-36-BC
Clear O PL-36-CC
Green PL-36-GC
Red PL-36-RC

Lens Color Part No.
Amber O PL-35-AC
Blue O PL-35-BC
Clear O PL-35-CC
Green O PL-35-GC
Red PL-35-RC

Lens
Color Part No.
Amber O M-320-AC
Green M-320-GC
Red M-320-RC
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Lens : 15⁄16" (23.81mm) diameter.
Bezel : plated brass, 1 1⁄4"
(31.75mm) diameter.
Bulb : 12V #68 bulb supplied,
socket accepts double contact
bayonet base bulbs.
Mounting stem : 7/8" (22.22mm)
diameter, 1 1⁄4" (31.75mm) long.
Sealing : gasket sealed lens.
Insulator : moisture repellent
molded phenolic.

Lens
Color Part No.
Amber PL-16-AC
Clear PL-16-CC
Green PL-16-GC
Red PL-16-RC

Lens
Color Part No.
Amber O M-328-AC
Blue O M-328-BC
Clear O M-328-CC
Green O M-328-GC
Red M-328-RC

Lens
Color Part No.
Amber M-326-AC
Blue O M-326-BC
Clear O M-326-CC
Green O M-326-GC
Red M-326-RC

Internal honeycomb lens,
self grounding in metal panels.

Faceted lens, insulated.

Plastic socket.

Metal socket. Metal socket.

Insulated.
Plastic socket.

Single contact Single contact

Single contact • Plastic socket Double contact • Brass socket and terminals.

Double contact • Metal socket
Single contact • Plastic socket

Lens : 5⁄8" (15.87mm)
diameter.
Bezel : satin finish stainless steel,
3⁄4" (19.05mm) diameter.
Bulb : 12V #53 bulb supplied,
socket accepts miniature
bayonet base bulbs.
Mounting stem : 1⁄2" (12.70mm)
diameter, 7⁄8" (22.22mm) long.
Additional ground wire
for mounting in
insulated panels.

O Minimum order quantity may apply. Please consult factory or current price list.


