
Section SLamp Sockets

Cole Hersee
R

Lamp Sockets
Standard
Bayonet Base

Miniature
Bayonet Base

Wedge Base

Prefocus

Automotive
Replacement

Consult factory for lamp sockets having specifications other than those shown in this catalog. 129



Cole Hersee®

Lamp numbers for standard bayonet base sockets
Single Contact Accept numbers 63, 67, 81, 87, 93, 97, 209, 103, 1073, 1129, 1133, 1141, 1156

Double Contact Accept numbers 64, 68, 82, 88, 90, 210, 1004, 1076, 1130, 1142, 1158, 1176, 1178
Double Contact, Indexed Accept numbers 1154, 1157, 1157A, 1157NA, 1534, 2057, 2057NA, 2357, 2357NA

Quality Construction
Cole Hersee lamp socket shells are made of corrosion
resistant plated steel, brass or molded plastic. Terminal
insulators are molded plastic or phenolic.

Note:  Special heat resistant insulators may be required for
some Halogen lamp applications. Refer any questions to
the factory for recommendations.
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Standard bayonet base, plated steel sockets

O No. 2601 Single Contact
O No. 2602 Double Contact
O.D.: 11/16" (17.93mm).
Terminations :
8" (203.20mm)
wire leads.

O No. 2645 Single Contact
O.D.: 11/16" (17.93mm).
Terminations :
8" (203.20mm)
wire leads.

O No. 2603 Single Contact
O.D.: 11/16" (17.93mm).
Terminations :
8" (203.20mm)
wire leads.
Insulator :
molded plastic.

O No. 26114
Double Contact, Indexed J Slots
O.D.: 3/4" (19.05mm).
Terminations :
8" (203.20mm)
wire leads.

O No. 2643 Single Contact
O No. 2644 Double Contact
O.D.: 3/4" (19.05mm).
Terminations :
8" (203.20mm)
wire leads.

Standard bayonet base, plated steel, flange mounting sockets

Brass sockets

O No. 2096 Double Contact
Mounting : rear flange mount,
two 1/8" (3.17mm) holes,
1 3/16" (30.16mm) on center.
Terminations :
screw terminals.

O No. 2031 Single Contact
O No. 2032 Double Contact
Mounting : rear flange mount,
two  1/8" (3.17mm) holes,
1 3/16" (30.16mm) on
center.
Terminations :
screw terminals.
Insulator :
molded plastic.

O No. 26041 Single Contact
O No. 26042 Double Contact
Mounting : front flange mount,
two 3/16" (4.76mm) holes,
1 1/2" (38.10mm) on center
Terminations : 8" (203.20mm) wire leads.

No. 26100
Double Contact
O No. 26102
Double Contact, Indexed J Slots
O.D.: 11/16" (17.93mm.
Terminations :
8" (203.20mm)
wire leads.
Insulator :
molded plastic.

O No. 2005 Single Contact
O No. 2006 Double Contact
O.D.: 11/16" (17.93mm).
Terminations :
screw terminals.
Insulator :
molded plastic.

O No. 2315 Single Contact
No. 2316 Double Contact

O.D.: 11/16" (17.93mm).
Terminations :
screw terminals.
May be used with
No. 2911 brass sleeve
(page 134) for quicker socket
assembly/replacement.

O No. 2097 Single Contact
O No. 2098 Double Contact
Mounting : front flange mount,
two 1/8" (3.17mm)
holes, 1 3/16"
(30.16mm) on center.
Terminations :
screw terminals.
Insulator : molded plastic.

O No. 2035 Single Contact
O No. 2036 Double Contact
Mounting : front flange mount,
two 1/8" (3.17mm) holes,
1 3/16" (30.16mm)
on center.
Terminations :
screw terminals.
Insulator : molded plastic.

O Minimum order quantity may apply. Please consult factory or current price list.



Section SLamp Sockets

Standard bayonet base, plated steel, snap-in mounting sockets
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O No. 2149 Single Contact
Mounting : plated steel clamp
bracket, one #10-32 hole.
Terminations : screw terminals.

O No. 2150 Double Contact
Same as No. 2149 except double
contact with molded insulator.

No. 2203  Single Contact
Terminations : screw terminals.

O No. 2319 Single Contact
O No. 2356 Double Contact
Terminations : screw terminals.

O No. 2105 Single Contact
O No. 2106 Double Contact
Terminations : screw terminals.

O No. 2013 Single Contact
O No. 2014 Double Contact
Terminations : screw terminals.
Insulator : molded plastic.

Standard bayonet base, plated brass, nut & lockwasher mounting sockets

No. 2609  Single Contact
No. 2610  Double Contact
Mounting : plated steel side bracket,
one 3/16" (4.76mm) hole.
Terminations : 8" (23.20mm)
wire leads.

No. 3575  Single Contact
Mounting : plated steel bottom
bracket, two 13/64" (5.15mm)
holes, 1/2" (12.70mm) on center.
Terminations : 8" (203.20mm)
wire leads.

Standard bayonet base, plated steel, bracket mounting sockets

No. 2607  Single Contact
No. 2608  Double Contact
Mounting : bottom bracket,
one #10-32 hole.
Terminations : 8" (203.20mm) wire
leads.

Mount in 11/16" - 32 threaded hole • Nut and lockwasher included

O No. 26108 Double Contact
O No. 26106 Double Contact, Indexed J Slots
Mounting : fits 3/4" (19.05mm)
dia. hole.
Terminations : 8" (203.20mm)
wire leads.
Insulator : molded plastic.

O No. 26003 Single Contact
O No. 2670 Double Contact
O No. 2806 Double Contact,

Indexed J Slots
Mounting : fits 7/8" (22.22mm)
dia. hole.
Terminations : 8" (203.20mm)
wire leads.

O No. 26147 Single Contact
Same as No. 26003 except
8" (203.20mm) white ground
wire attached to shell.

O No. 2611 Single Contact
O No. 2612 Double Contact
Mounting : fits 3/4" (19.05mm)
dia.hole.
Terminations : 8" (203.20mm)
wire leads.

O Minimum order quantity may apply. Please consult factory or current price list.


